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EZC-250F

EZC-100F

EZC-100F/250F Moulded Case Circuit Breaker

Application:

EZC-100F/250F MCCB series is one of breakers which adopts international advanced design, manufacture technology to develop.
The rated insulating voltage is 500V, suitable for AC 50Hz(60Hz), rated working voltage 500V or below, rated working currentis 15A
to 250A of circuit and use in distributing electric energy. The product conforms to IEC60947-2 standard.

Specifications:
Type EZC60E EZC100B EZC100D EZC160D EZC250D
Poles No. 3 3 3 3 3
15, 20, 25, 30, 15, 20, 25, 30, 40, 15, 20, 25, 30, 40,
Rated Current In(A) 40,50 60 50, 60. 75, 80. 100 50,60, 75. 80. 100 125,160 200, 225, 250
Rated Operating Voltage Ue(V)(50/60Hz) 500 500 500 500 500
Rated Insulation Voltage Ui(V) 500 500 500 500 500
Rated Impulse Voltage Uimp(KV) 6 6 6 6 6
Utilisation Category A A A A A
220/240V 7.5 25 25 85 85
Rated Limited Breaking
Capacity Icu(KA) 380V 7.5 10 18 18 18
400V 7.5 10 15 15 15
Rated Used Breaking Capacity Ics(%lcu) 25 50 50 50 50
Overall & Installation Dimensions:
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MBS125-1P MBS250-1P

Moulded Case B 4 '

MBS125/250-1P Moulded Case Circuit Breaker

Application:

MBS250 series mouled case circuit breaker is applicable circuit of AC 50/60Hz, rated insulation voltage 690V, rated current 16-250A, for
distribute energy of electricity & infrequent making & breaking circuit in normal conditions, protecting when circuit are overload, short circuit.
The product conforms to IEC60947-2 standard.

Specifications:
Type MBS-125 MBS-250
Poles No. 3 3
Rated Current In(A) 16, 20, 25, 32, 40, 50, 60, 80, 100,125 63, 80, 100, 125, 160, 200, 225, 250
Rated Insulation Voltage Ui(V) 690V 690V
Utilisation Category A A
Rated Impulse withstand Voltage (KV) 6 8
220/240VAC 25/7 40/40
Ezradcﬁ;e(iﬂ';?cu o 380/415VAC 18/5 25/25
660/690VAC - 12/6

Outline and Installation Dimension:
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MTmax-160A-3P > MTmax-250A-3P

MTmax—160A/250A-3P Moulded Case Circuit Breaker

Application:

MTmax series moulded case circuit breaker is the lasted model of ABB type, suitable for circuit AC 50Hz/60Hz, rated voltage up to AC
660V, rated operating current up to 1600A.1t features normal structure, reliable performance, high breaking capacity, used for power
distribution and protecting the circuit and electrical equipment against overload and short circuit. It complies with standard of IEC60947-2.

Specification:
Type MTMAX-160 MTMAX-250
Poles No. 3 3
Rated current In(A) 16~160 100~250
Rated operating voltage Ue(V)(50/60Hz) 690 690
Rated insulation voltage Ui(V) 800 800
Rated impulse withstand voltage Uimp(KV) 8 8
Utilisation category A A
220/230V 25 50
380/415V 16 36
o o . ) 400V 10 25
Rated limited short-circuit breaking capacity Icu(KA)
500V 8 20
690V 3 5
500V-3polesin series 16 36
Rated short-circuit service breaking capacity Ics 100 75
Outline and Installation Dimension:
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